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Cooling Tower Water System:


	Month:
	Day of Month
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	Cooling Water Chemical  Testing

	Conductivity


	< 800 umhos


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Phosphonate Test
	6 to 10 ppm


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Free Chlorine

	0.1 to 1.0
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Inventory

	Cooling Treatment 1334
	Gallons
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Formula 4629
	Gallons
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Always verify water conductivity is in range before making chemical pump adjustments.  If water conductivity is low it will result in low chemical readings and visa versa.

Phosphonate Test

If < 6 ppm.  Verify conductivity is in range.  If in range, increase Cooling Treatment 1334 pump speed.
If >10 ppm. Verify conductivity is not high.  If in range, decrease Cooling Treatment 1334 pump speed.
Free Chlorine Test

If < 0.1 ppm.  Verify conductivity is in range.  If in range, increase Formula 4329 pump speed.

If >1.0 ppm. Verify conductivity is not high.  If in range, decrease Formula 4329 pump speed.
Notes:

